
Dynamic Room  
Storage Heaters  

Model 
Available Heat  

Charging Elements 
Available Heat 

Storage 
Approximate 

Installed Weight 
Dimensions - Length x Height x Depth 

(mm – inches) 

VFMi 20 1.25, 1.6, 2.0 & 2.7 kW 16 kWh 98 kg – 216 lbs. 
626 x 672 x 250 mm 
24.6 x 26.5 x 9.8 in. 

VFMi 30 1.85, 2.4, 3.0 & 4.0 kW 24 kWh 137 kg – 302 lbs. 
776 x 672 x 250 mm 
30.6 x 26.5 x 9.8 in. 

VFMi 40 2.5, 3.2, 4.0, & 5.2 kW 32 kWh 176 kg – 388 lbs. 
926 x 672 x 250 mm 
36.5 x 26.5 x 9.8 in. 

VFMi 50 4.0, 5.0 & 6.4 kW 40 kWh 215 kg – 474 lbs. 
1,076 x 672 x 250 mm 

42.4 x 26.5 x 9.8 in. 

VFMi 60 4.8, 6.0 & 7.6 kW 48 kWh 254 kg – 560 lbs. 
1,226 x 672 x 250 mm 

48.3 x 26.5 x 9.8 in. 

VFMi 70 5.6, 7.0 & 9.0 kW 56 kWh 293 kg – 646 lbs. 
1,376 x 672 x 250 mm 

54.2 x 26.5 x 9.8 in. 
 

Accessories: 

·  Time Of Day charge 
control panel 

·  Wall or built-in 
thermostats 

·  Pedestal mounting 
feet to raise the units 
off the ground 

 

Dimplex offers two types of 
storage heaters: 

·  Dynamic units include a 
thermostatically controlled fan 
to accurately control the 
temperature in living areas. 

·  Less expensive static units use 
a damper, like a wood stove, 
to release heat - designed for 
areas that can accept a wider 
temperature swing such as 
bathrooms, basements and 
storage areas. 

Like long distance rates, Dimplex 
storage heaters take advantage 
of lower off-peak rates becoming 
available through electric utilities 
to provide higher comfort at half 
the cost of electric heating. 
 
Dimplex does this by producing 
the heat energy during the less-
expensive off-peak periods at 
night to heat a highly insulated 
magnetite core to store enough 
energy for even the coldest days. 
 
Storage heating is not a new 
technology.  Dimplex has been 
making storage heaters in Europe 
since 1958 and the technology 
has evolved to include outdoor 
charge controllers that 
automatically regulate the system 
with easily customizable settings 
to meet your comfort and lifestyle 
needs. 


