
Time of Day  
Charge Control Panel  

The Time of Day Charge Control Panel Specifications : 
·  4 x 240V, 30 Amp relays initiated in sequence 10’ apart. 
·  Relays can be easily overridden (1 hour or until the next period) and as a group 

defined to work in only the off-peak period or off-peak and shoulder periods. 
·  A NEMA 1 indoor panel that can be flush or surface mounted (10“ x 16“ x 4“). 
·  Includes a “Technician” mode to lock down the NSPi TOD configuration. 

·  Controls up to 4 separate loads / 
circuits to operate in the off-peak 
period or off-peak & mid-peak 
standard rate period, that can 
include: 
-  your water heater. 
-  Baseboard heaters, dishwashers 

or any other device on its own 
circuit. 

·  The charge control system uses an 
external temperature sensor to 
control up to 100 dynamic storage 
heaters and an electric underfloor 
storage heating system. 

 

 

  

Benefits of the easily customizable charge control system: 
·  Based on the outside temperature, the charge controller will charge the unit to the 

required level and minimize the use of the shoulder period to the coldest days, 
efficiently reducing the home owner’s electrical bills. 

·  Automatically corrects the large temperature fluctuations in spring and fall by 
external temperature averaging. 

·  Customer’s can customize and maximize their savings based on their lifestyle: 
-  Use of the more expensive shoulder period for topping up the heaters. 
-  Temperature to begin charging the units for spring and fall. 
-  Adjust the amount of charge going to the heaters based on their comfort needs. 
-  Vacation and weekday settings for users that have “shift” type schedules. 


